DURABASE Floor and Wall systems for Conservatories

Standard Durabase Section Detail

Modular Wall U-value 0.94 W/m2K. Add insulating material to improve as required.

Floor U-value 0.50 W/m2K

15mm Brick Slips
—— Plastic Moisture Barrier

17mm Styrene Backing Panel
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Ply Backing Panel
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Polythene Damp Proof Course
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18mm M/R flooring
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Pyroc Backing Panel to Skirt below DPC.\
80 x 80 x 3 SHS Ring Beam

50mm thk. Polystyrene under floor insulation

Typical Ground level

Steel floor joist
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local building regulations
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Concrete pads - 450x450x450
—(Number of pads depend on size of conservatory)
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DURABASE Floor and Wall systems for Conservatories

Durabase Plus Section Detalil
Modular Wall U-value 0.27 W/m2K
Floor U-value 0.22 W/m2K

Polythene Damp Proof Course BS6515

15mm Brick Slips

Plastic Moisture Barrier
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17mm Styrene Backing Panel

Ply Backing Panel

Galvanized Carcas
G275 G2

150mm thk Polyfoam Floorboard Standard (supplied by customer)
30mm Cavity
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r~__— 12.5mm Plasterboard Foil Backed (supplied by customer)
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Pyroc Backing Panel to Skirt below DPC.~

160 x 80 x 4 RHS Ring Beam ——

Typical Ground level

50

Depth subject to
local building regulations
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75mm thk.Celotex tuff-R GA3000

Zinc plated leg
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9mm Decking Ply

N Steel floor joist

- %4 | Concrete pads - 450x450x450
«—(Number of pads depend on size of conservatory)




